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Model Number ® Revision: A
635A01 INDUSTRIAL ICP™ ACCELEROMETER ECN # 14823
Performance ENGLISH si OPTIONAL VERSIONS
Sensitivity (+5 %) 100 mvig 10.2 mvi{m/fs?) [2 Optiona!l versions have identical specifications and accessaries as listed for the standard model
Measurement Range 50 g 1480 mfs? axcapt where noted balow. More than one option may be used.
Frequency Range (#10 %) 88 to 720000 cpm 1.13 16 12000 Hz
Freguency Range (23 dB) 32 to 900000 cpm 0,53 to 15000 Hz
Resonant Frequency 1800 kepm 30 kHz (1]
Broadband Resolution {1 to 10000 Hz) 240 pg 2354 pmvs? (1]
Non-Linearity 1% 11 % (3]
Transverse Sensitivity =5 % =5 %
Envircnmental NOTES:
Overload Limit {Shack) 5000 g pk 48050 mis? pk [1] Typical.
Temperature Range -85 to +250 °F -84 1o +121 °C [2] Conversion Factor 1g = 9.81 mfs>.
Tgmpera[ure Response See Gr‘aph See Graph [3] Zero-based, Ieast—squares, straight line method.
Electrical (4] 1/4-28 has no equivalent in S.1. units,
Settiing Time {within 1% of bias) <2 sec <2 sac 5] See FCB Declaration of Cenformance P5023 for details,
Discharge Time Constant =0.3 sec 0.3 se6
Excitation Vaoitage 1810 28 VDC 18 tu 28 VDC
Constant Curent Excitation 2to 20 mA 210 20 mA
Output Impedance <150 ohms <150 ohms
Cutput Bias Voltage Bto12VDC 8to12VDC
Spectral Noise (10 Hz) 8 nghiHz 78.5 fpmis?fvHz ]
Spectral Noise (100 Hz) 2 pgivHz 19.6 (umis?)VHz )|
Spectral Noise (1 kHz) 1 ngiHz 8.81 (prfs2vHz 0]
Electrical tsolation >108 ohms >108 ohms
Physical
Size {Diameter x Heaight} 1.13inx .82 in 28.7 mm x 20.8 mm
Weight 3oz 88 gm
Mounting Stud Stud
Mounting Thread 1/4-28 Male Not Applicable i4]
hMounting Torque 210 5 ft-b 2.7 t0 6.8 N-m
Sensing Element Ceramic Ceramic
Sensing Geometry Shear Shear
Housing Material Stainless Steel Stainiess Steel
Sealing Walded Hermatic Welded Hermetic SUPPLIED ACCESSORIES:
Elecirical Cannector 2-Pin MIL-C-5015 2-Pin MIL-C 5015 Model 081A07 Theu bolt 1428 (1) .
Electrical Connection Position Side Side Made! ICS-8 NIST-traceable single-axis amplitude response calibration from 800 cpm {10Hz) to
upper 10% frequency. {1)
b~ Typical Sensitivity Deviation vs Temperature
= OPTIONAL ACCESSORIES:
2 Modet MO81AS7 Captive mounting balt M8 x 1 {1}
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in the interest of constant product improvemnent, we reserve the right to change specifications without notice. Fax: 716-684-3823
ICF® is a registered tragemark of PCB Group, Inc. 342’3 m?emm? m 4043 E-Mail: imi@pch.com
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